THERESE INSTRUCTIONS SHOULD NOT BE FAXED OR REPRODUCED ON A DIGITAL COPIER. AMERICAN WOODMARK CORPORATION PROVIDES THESE INSTRUCTIONS ON AN “AS IS” BASIS AND DISCLAIMS ANY AND ALL LIABILITY FOR ANY INACCURACIES, OMISSIONS OR TYPOGRAPHICAL ERRORS CAUSED BY ANY THIRD PARTY’S EQUIPMENT. When you use these instructions, you are consenting to be bound by the provisions in this paragraph. These instructions provide an illustrative method for installing American Woodmark Corporation (“AWC”) cabinets and/or accessories. AWC’s instructions are not intended to address every possible contingency that might be encountered during installation or to endorse the use of any particular tools. AWC HEREBY EXPRESSLY DISCLAIMS ALL LIABILITY FOR ANY CLAIMS FOR INJURY OR DEATH RELATED TO OR BASED UPON THE USE OF THESE INSTALLATION INSTRUCTIONS AND ANY INSTALLATION INSTRUCTIONS OTHERWISE PROVIDED BY AWC.

ESTAS INSTRUCCIONES NO SE DEBEN ENVIAR POR FAX NI SE DEBEN REPRODUCIR EN UNA COPIADORA DIGITAL. AMERICAN WOODMARK CORPORATION PROPORCIONA ESTAS INSTRUCCIONES “TAL COMO ESTAN” Y RENUNCIAR A CUALQUIER Y A TODA RESPONSABILIDAD POR CUALQUIER FALTA DE PRECISION, OMISSION O ERROR TIPOGRAFICO CAUSADO POR EL EQUIPO DE TERCERAS PERSONAS. Al utilizar estas instrucciones, usted está aceptando estar sujeto a las disposiciones contenidas en este párrafo. Estas instrucciones proporcionan un método ilustrativo para instalar los gabinetes y/o accesorios de American Woodmark Corporation (“AWC”). Las instrucciones de AWC no tienen por objeto resolver toda contingencia posible que pudiera presentarse durante la instalación ni recomendar el uso de una herramienta en particular. POR LA PRESENTE, AWC RENUNCIAR EXPRESAMENTE A Toda RESPONSABILIDAD POR CUALQUIER RECLAMACIOn POR LESiones O FALLECIMIento DERIVados DEL USO DE Estas INSTRUCCIONES DE INSTALACION Y DE OTRAS INSTRUCCIONES DE INSTALACION Que AWC Haya PROPORCIONADO DE ALGUNA OTRA FORMA.
Wall Mounted Range Hood System

Important Notes

• Always read the instructions completely and carefully before beginning assembly.
• Remove and check contents for damage and/or missing parts. Keep the original cartons and packing materials, which are required for any authorized adjustment by our dealers.
• These instructions are for reference only. Make sure installation procedures comply with all applicable building codes in your area.

Parts List

1 ea.-Mounting Board
2 ea.-Mounting Brackets
1 ea.-Range Hood Liner
2 ea.-Chimney Mounting Boards (Sold Separately)
1 ea.-Chimney (Sold Separately)
1 ea.-Wall Mounted Range Hood
1 ea.-Hardware Pack
Assembly Instructions

Step 1: Install 6 each “T” nuts into the back of the mounting plate into the counterbored holes. Hammer them flush to the surface (See figure 1).

Step 2: Draw a level line on the wall centered where the Range Hood is to go 6 5/8” (Arched Range Hood) and 4 5/8” (Straight Range Hood) above where the bottom of the Range Hood will be (See figure 2). A distance of 30 inches from the stove top to the wood hood is recommended. Check local building codes and regulations for final determination.

Step 3: Screw the mounting plate to the wall matching the bottom of the mounting plate to the line on the wall. Make sure to hit at least two studs and to use at least 6 screws of sufficient size and length for the application (See figure 3).

Warning: Failure to fasten this panel to studs or using the wrong screws may cause a failure of the mounting system and possible injury.

Step 4: Start 6 each 10-24 x 3/4” screws into the “T” nuts that were previously installed (See figure 4).
Step 5: Insert the Omega National Products Blower into the liner from below. Using the 4 holes in the side of the blower attach to the liner with 4 each 8-32 x 1/2” screws and square nuts (See figure 5).

Step 6: Fasten the Metal Mounting brackets to the liner with 4 each 10-24 x 3/4” screws and nuts. Only hand tighten these at this time (See figure 6).

Step 7: Using help if necessary, lift the liner, Blower and mounting bracket assembly into position and hang on the screws extending from the mounting plate. Make sure the brackets are firmly seated into the key hole slot and then tighten all the screws (See figure 7).

Step 8: Make all ventilation and electrical connections at this time. These must be done in accordance to all applicable building codes and requirements in your area.

If using Omega National Products Interior Ductwork Kit then see Form OME-14
Step 9: Carefully position the Wood Range Hood against the wall and slide down onto the wedges. The liner should be slightly above the wood (See figure 9).

![Figure 9](image1)

Step 10: Fasten the metal liner to the Wood Range Hood at this time using 4 each #8 x 1/2” pan head screws (See figure 10).

![Figure 10](image2)

If using Omega National Products Chimney then see Form OME-49

Omega National
PRODUCTS
1010 Rowe St. Elkhart, IN 46516
(574) 295-5353 Fax (800) 367-3329
www.omeganationalproducts.com

Form OME-048, 12/2008
©Omega National Products

10-0589-4 VS-49